
NEW U-SERIES AND
X-SERIES CAMERAS



Panasonic i-PRO Sensing Solutions is excited to introduce our new 
line of economically-priced U-series cameras. This set of thirteen 
entry-level network cameras with high-quality image performance 
are designed for educational institutions, small businesses, retail 
stores, warehouses and many other uses.

Our new U-series will include H.265 compression and smart 
coding to increase bandwidth efficiency and reduce storage 
requirements, color night vision for use in low-light conditions, 
and intelligent auto (iA) with super dynamic functions for 
enhanced dynamic range in scenes with varying lighting 
conditions. There are thirteen different models to choose from, 
including indoor and outdoor, domes and bullets, varifocal and 
fixed lens, 2MP and 4MP, vandal resistant, weather proofing and 
more. With so many options to choose from, there is a camera 
to fit any situation. Additionally, all U-series cameras are bundled 
with a Video Insight VMS camera license and a five-year warranty.

Key Benefits of U-series
	■ 2MP 30fps / 4MP 30fps
	■ H.265 Smart Coding
	■ Intelligent Auto (iA)
	■ Super Dynamic
	■ Color Night Vision
	■ Corridor Mode
	■ Easy-Kitting Box Design
	■ Five-year Warranty
	■ Bundled with Video Insight 
Camera License

	■ Compatible with Milestone  
and Genetec Systems

NEW U-SERIES CAMERAS



U-SERIES
MODEL # WV-U2542L WV-U2532L WV-U2142L WV-U2132L WV-U1542L WV-U1532L
Resolution 4MP 1080P 4MP 1080P 4MP 1080P

Environmental Type Outdoor Outdoor Indoor Indoor Outdoor Outdoor

Sensor 1/2.7" CMOS 1/3" CMOS 1/2.7" CMOS 1/3" CMOS 1/2.7" CMOS 1/3" CMOS

Video Codec H.265 H.265 H.265 H.265 H.265 H.265

Max. Resolution
16:9 2560 x 1440 1920 x 1080 2560 x 1440 1920 x 1080 2560 x 1440 1920 x 1080

4:3 — 1600 x 1200 — 1600 x 1200 — 1600 x 1200

Max. FPS @Max. Resolution 30fps (1080p) 30fps (1080p) 30fps (1080p) 30fps (1080p) 30fps (1080p) 30fps (1080p)

Super Dynamic / WDR / BLC Yes [102dB] Yes [120dB] Yes [102dB] Yes [120dB] Yes [102dB] Yes [120dB]

Day/Night Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR)

Min. Illumination

Color 0.3 lx @F2.0 0.1 lx @F2.0 0.3 lx @F2.0 0.1 lx @F2.0 0.3 lx @F2.0 0.1 lx @F2.0

Color (Sens up) 0.019 lx (16x) 0.006 lx (16x) 0.019 lx (16x) 0.006 lx (16x) 0.019 lx (16x) 0.006 lx (16x)

B/W 0 lx @F2.0 (w/IR) 0 lx @F2.0 (w/IR) 0 lx @F2.0 (w/IR) 0 lx @F2.0 (w/IR) 0 lx @F2.0 (w/IR) 0 lx @F2.0 (w/IR)

B/W (Sens up) — — — — — —

Lens f= 2.9 to 7.3 mm, 
F2.0 Motorized

f= 2.9 to 7.3 mm, 
F2.0 Motorized

f= 2.9 to 7.3 mm, 
F2.0 Motorized

f= 2.9 to 7.3 mm, 
F2.0 Motorized

f= 2.9 to 7.3 mm, 
F2.0 Motorized

f= 2.9 to 7.3 mm, 
F2.0 Motorized

Angular Field  
of View

16:9 H: 43 to 100 deg. 
V: 24 to 56 deg.

H: 43 to 100 deg. 
V: 24 to 55 deg.

H: 44 to 102 deg. 
V: 25 to 57 deg.

H: 43 to 100 deg. 
V: 24 to 56 deg.

H: 44 to 103 deg. 
V: 25 to 57 deg.

H: 44 to 102 deg. 
V: 24 to 56 deg.

4:3 — H: 35 to 82 deg. 
V: 27 to 61 deg. — H: 36 to 83 deg. 

V: 27 to 62 deg. — H: 36 to 84 deg. 
V: 27 to 63 deg.

Optical Zoom 2.5x 2.5x 2.5x 2.5x 2.5x 2.5x

Pan/Tilt Range — — — — — —

Built-in IRLED Yes (20m /  65ft) Yes (30m / 100ft) Yes (20m / 65ft) Yes (30m / 100ft) Yes (20m / 65ft) Yes (30m / 100ft)

Image Stabilization — — — — — —

Intelligent Video — — — — — —

VIQS Yes Yes Yes Yes Yes Yes

Audio

In (Line)/Out — — — — — —

In (Built-in MIC) — — — — — —

Codec — — — — — —

SD Memory Card Slot Yes (MicroSD) Yes (MicroSD) Yes (MicroSD) Yes (MicroSD) Yes (MicroSD) Yes (MicroSD)

External I/O — — — — — —

Monitor Out — — — — — —

Vandal Resistant IK10 IK10 — — IK10 IK10

Water and Dust Resistant IP66 / NEMA 4X 
compliant

IP66 / NEMA 4X 
compliant — — IP66 / NEMA 4X 

compliant
IP66 / NEMA 4X 

compliant

Clearsight Coating — — — — — —

Temperature -22°F to +122°F -22°F to +122°F +14°F to +122°F +14°F to +122°F -22°F to +122°F -22°F to +122°F

Power Source PoE PoE PoE PoE PoE PoE

Other Functions Onvif G,T Onvif G,T Onvif G,T Onvif G,T Onvif G,T Onvif G,T

ACCESSORIES
PICTURE SKU | DESCRIPTION U2542L

U2532L
U2142L
U2132L

U1542L
U1532L

WV-CW7S
Smoke Dome /

WV-CW7SN
Smoke Dome with ClearSight 
Coating

/

WV-CW7CN
Clear Dome with ClearSightCoating /

WV-CF5SA
Smoke Dome /

WV-CW8CN
Front Cover with ClearSight Coating /



U-SERIES
MODEL # WV-U2540L WV-U2530L WV-U2140L WV-U2130L WV-U1142 WV-U1132 WV-U1130
Resolution 4MP 1080P 4MP 1080P 4MP 1080P 1080P

Environmental Type Outdoor Outdoor Indoor Indoor Indoor Indoor Indoor

Sensor 1/2.7" CMOS 1/3" CMOS 1/2.7" CMOS 1/3" CMOS 1/2.7" CMOS 1/3" CMOS 1/3" CMOS

Video Codec H.265 H.265 H.265 H.265 H.265 H.265 H.265

Max. Resolution
16:9 2560 x 1440 1920 x 1080 2560 x 1440 1920 x 1080 2560 x 1440 1920 x 1080 1920 x 1080

4:3 — 1600 x 1200 — 1600 x 1200 — 1600 x 1200 1600 x 1200

Max. FPS @Max. Resolution 30fps (1080p) 30fps (1080p) 30fps (1080p) 30fps (1080p) 30fps (1080p) 30fps (1080p) 30fps (1080p)

Super Dynamic / WDR / BLC Yes [102dB] Yes [120dB] Yes [102dB] Yes [120dB] Yes [102dB] Yes [120dB] Yes [120dB]

Day/Night Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR)

Min. Illumination

Color 0.3 lx @F2.0 0.1 lx @F2.0 0.3 lx @F2.0 0.1 lx @F2.0 0.3 lx @F2.0 0.1 lx @F2.0 0.1 lx @F2.0

Color (Sens up) 0.019 lx (16x) 0.006 lx (16x) 0.019 lx (16x) 0.006 lx (16x) 0.019 lx (16x) 0.006 lx (16x) 0.006 lx (16x)

B/W 0 lx @F2.0 (w/IR) 0 lx @F2.0 (w/IR) 0 lx @F2.0 (w/IR) 0 lx @F2.0 (w/IR) 0.12 lx @F2.0 0.04 lx @F2.0 0.04 lx @F2.0

B/W (Sens up) — — — — 0.0075 lx (16x) 0.0025 lx (16x) 0.025 lx (16x)

Lens 3.16 mm 3.16 mm 3.16 mm 3.16 mm f= 2.9 to 7.3 mm, 
F2.0 Motorized

f= 2.9 to 7.3 mm, 
F2.0 Motorized 3.16 mm

Angular Field  
of View

16:9 H: 100 deg.  
V: 54 deg.

H: 100 deg.  
V: 54 deg.

H: 100 deg.  
V: 54 deg.

H: 100 deg.  
V: 54 deg.

H: 44 to 103 deg. 
V: 25 to 57 deg.

H: 44 to 102 deg. 
V: 24 to 56 deg.

H: 102 deg. 
V: 55 deg

4:3 — H: 81 deg.  
V: 60 deg. — H: 81 deg.  

V: 60 deg. — H: 36 to 84 deg. 
V: 27 to 63 deg.

H: 81 deg.  
V: 60 deg.

Optical Zoom FIX FIX FIX FIX 2.5x 2.5x FIX

Pan/Tilt Range — — — — — — —

Built-in IRLED Yes (20m / 65ft) Yes (30m / 100ft) Yes (20m / 65ft) Yes (30m / 100ft) — — —

Image Stabilization — — — — — — —

Intelligent Video — — — — — — —

VIQS Yes Yes Yes Yes Yes Yes Yes

Audio

In (Line)/Out — — — — — — —

In (Built-in MIC) — — — — — — —

Codec — — — — — — —

SD Memory Card Yes (MicroSD) Yes (MicroSD) Yes (MicroSD) Yes (MicroSD) Yes (MicroSD) Yes (MicroSD) Yes (MicroSD)

External I/O — — — — — — —

Monitor Out — — — — — — —

Vandal Resistant IK10 IK10 — — — — —

Water and Dust Resistant IP66 / NEMA 4X 
compliant

IP66 / NEMA 4X 
compliant — — — — —

Clearsight Coating — — — — — — —

Temperature -22°F to +122°F -22°F to +122°F +14°F to +122°F +14°F to +122°F +14°F to +122°F +14°F to +122°F +14°F to +122°F

Power Source PoE PoE PoE PoE PoE PoE PoE

Other Functions Onvif G,T Onvif G,T Onvif G,T Onvif G,T Onvif G,T Onvif G,T Onvif G,T

ACCESSORIES
PICTURE SKU | DESCRIPTION U2540L

U2530L
U2140L
U2130L

WV-QDC500S
Smoke Dome / /



NEW X-SERIES CAMERAS
Our new i-PRO X-series cameras take imaging to a whole new 
level by providing intelligent video analytics at the edge while 
maximizing network and bandwidth efficiencies. These highly 
intelligent new cameras employ an advanced AI engine with 
on-board analytics to detect suspicious changes in scenes, 
automatically adjust image settings of the scene being analyzed, 
and optimize video compression to conserve network bandwidth 
and server storage capacities.

i-PRO X-series cameras will be available in outdoor and indoor 
vandal-resistant domes, as well as bullet-resistant configurations. 
Features include: H.265 compression and smart coding to increase 
bandwidth efficiency and reduce storage requirements; color 
night vision for use in low-light conditions; and intelligent auto 
(iA) with super dynamic functions for enhanced dynamic range  
in scenes with varying lighting conditions.

Key Benefits of X-series 
with Ai Engine

	■ 5MP 30fps / 4K 30fps
	■ H.265 Smart Coding
	■ Intelligent Auto (iA)
	■ Super Dynamic
	■ Color Night Vision
	■ Corridor Mode
	■ Clearsight Coating Dome
	■ Easy-Kitting Box Design
	■ Five-year Warranty
	■ Bundled with Video Insight 
Camera License

	■ Software Development Kit 
(SDK) Available for Third-Party 
Application Development



ACCESSORIES
PICTURE SKU | DESCRIPTION X2271L

X2251L
X1571LN 
X1551LN

WV-CR1S
Smoke Dome /

WV-CW8CN
Front Cover with ClearSight Coating /

ACCESSORIES
PICTURE SKU | DESCRIPTION X2571LN 

X2551LN

WV-CW7S
Smoke Dome /

WV-CW7SN
Smoke Dome with ClearSight Coating /

WV-CW7CN
Clear Dome with ClearSight Coating /

X-SERIES
MODEL # WV-X2571LN WV-X2551LN WV-X2271L WV-X2251L WV-X1571LN WV-X1551LN
Resolution 4K 5MP 4K 5MP 4K 5MP

Environmental Type Outdoor Outdoor Indoor Vandal Indoor Vandal Outdoor Outdoor

Sensor 1/1.8" CMOS 1/2.8" CMOS 1/1.8" CMOS 1/2.8" CMOS 1/1.8" CMOS 1/2.8" CMOS

Video Codec H.265 / H.264 / JPEG H.265 / H.264 / JPEG H.265 / H.264 / JPEG H.265 / H.264 / JPEG H.265 / H.264 / JPEG H.265 / H.264 / JPEG

Max. Resolution
16:9 3840 x 2160 3072 x 1728 [*1] 3840 x 2160 3072 x 1728 [*1] 3840 x 2160 3072 x 1728 [*1]

4:3 — — — — — —

Max. FPS @Max. Resolution 30fps (4K) 30fps (5MP) 30fps (4K) 30fps (5MP) 30fps (4K) 30fps (5MP)

Super Dynamic [Dynamic Range] Yes [132dB] Yes [132dB] Yes [132dB] Yes [132dB] Yes [132dB] Yes [132dB]

Day/Night Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR) Yes (ICR)

Min. Illumination

Color 0.09 lx @F1.5 0.07 lx @F1.3 0.09 lx @F1.5 0.07 lx @F1.3 0.09 lx @F1.5 0.07 lx @F1.3

Color (Sens up) 0.006 lx (16x) 0.0044 lx (16x) 0.006 lx (16x) 0.0044 lx (16x) 0.006 lx (16x) 0.0044 lx (16x)

B/W 0 lx @F1.5 (w/IR) 0 lx @F1.3 (w/IR) 0 lx @F1.5 (w/IR) 0 lx @F1.3 (w/IR) 0 lx @F1.5 (w/IR) 0 lx @F1.3 (w/IR)

B/W (Sens up) — — — — — —

Lens f= 4.3 to 8.6 mm, 
F1.5 Motorized

f= 2.9 to 9 mm,  
F1.3 Motorized

f= 4.3 to 8.6 mm, 
F1.5 Motorized

f= 2.9 to 9 mm, 
F1.3 Motorized

f= 4.3 to 8.6 mm, 
F1.5 Motorized

f= 2.9 to 9 mm, 
F1.3 Motorized

Angular Field  
of View

16:9 H: 52 to 101 deg. 
V: 29 to 55 deg.

H: 33 to 103 deg. 
V: 19 to 55 deg.

H: 52 to 101 deg. 
V: 29 to 55 deg.

H: 33 to 105 deg. 
V: 19 to 56 deg.

H: 53 to 104 deg. 
V: 30 to 56 deg.

H: 34 to 106 deg. 
V: 19 to 57 deg.

4:3 — — — — — —

Optical Zoom 2.0x 3.1x 2.0x 3.1x 2.0x 3.1x

Pan/Tilt Range — — — — — —

Built-in IRLED Yes (40m /  131ft) Yes (40m /  131ft) Yes (30m /  98ft) Yes (30m /  98ft) Yes (40m /  131ft) Yes (40m /  131ft)

Image Stabilization — — — — — —

Intelligent Video Analytics

Scene Change, 
Intruder, Loitering, 

Direction, 
Cross Line [*2] 

Privacy mosaic [*3]

Scene Change, 
Intruder, Loitering, 

Direction, 
Cross Line [*2] 

Privacy mosaic [*3]

Scene Change, 
Intruder, Loitering, 

Direction, 
Cross Line [*2] 

Privacy mosaic [*3]

Scene Change, 
Intruder, Loitering, 

Direction, 
Cross Line [*2] 

Privacy mosaic [*3]

Scene Change, 
Intruder, Loitering, 

Direction, 
Cross Line [*2] 

Privacy mosaic [*3]

Scene Change, 
Intruder, Loitering, 

Direction, 
Cross Line [*2] 

Privacy mosaic [*3]

VIQS Yes Yes Yes Yes Yes Yes

Audio

In (Line)/Out Yes / Yes Yes / Yes Yes / Yes Yes / Yes Yes / Yes Yes / Yes

In (Built-in MIC) — — — — — —

Codec G.711 / G.726 /  
AAC-LC [*4]

G.711 / G.726 /  
AAC-LC [*4]

G.711 / G.726 /  
AAC-LC [*4]

G.711 / G.726 /  
AAC-LC [*4]

G.711 / G.726 /  
AAC-LC [*4]

G.711 / G.726 /  
AAC-LC [*4]

SD Memory Card Slot Yes (SDXC) Yes (SDXC) Yes (SDXC) Yes (SDXC) Yes (SDXC) Yes (SDXC)

External I/O Yes (3) [*5] Yes (3) [*5] Yes (3) [*5] Yes (3) [*5] Yes (3) [*5] Yes (3) [*5]

Monitor Out Yes (mini jack) Yes (mini jack) Yes (mini jack) Yes (mini jack) Yes (mini jack) Yes (mini jack)

Vandal Resistant 50J, IK10 50J, IK10 IK10 IK10 IK10 IK10

Water and Dust Resistant IP66 / NEMA  
4X compliant

IP66 / NEMA  
4X compliant — — IP66 / NEMA  

4X compliant
IP66 / NEMA  
4X compliant

Clearsight Coating Yes Yes — — Yes Yes

Operating Temperature -40°F to +140°F -40°F to +140°F +14°F to +122°F +14°F to +122°F -40°F to +140°F -40°F to +140°F

Power Source 12V DC / PoE 12V DC / PoE 12V DC / PoE 12V DC / PoE 12V DC / PoE 12V DC / PoE

Other Functions Onvif G,S, T Onvif G,S, T Onvif G,S, T Onvif G,S, T Onvif G,S, T Onvif G,S, T

[*1]: w/Super resolution.  [*2] Intruder, Loitering, Direction,Cross Line require WV-XAE200W.  [*3] Privacy mosaic require WV-XAE201W
[*4] Only for SD REC.  [*5]: Alarm In1 (Day/Night In, Auto time adjustment), Alarm In 2 (Alarm Out), Alarm In 3 (AUX Out) (x1 for each)



DOME CAMERAS

OUTDOOR
WV-X2571LN 4K - Clear Dome w/ClearSight White

WV-X2551LN 5MP - Clear Dome w/ClearSight White

WV-U2542L 4MP- Clear Dome White

WV-U2532L 2MP- Clear Dome White

INDOOR
WV-X2271L 4K - Clear Dome White

WV-X2251L 5MP - Clear Dome White

WV-U2142L 4MP - Clear Dome White

WV-U2132L 2MP - Clear Dome White

WV-U2140L 4MP - Clear Dome White

WV-U2130L 2MP - Clear Dome White

OUTDOOR
WV-U2540L 4MP - Clear Dome White

WV-U2530L 2MP - Clear Dome White

WALL

PWM485W	 White 
PWM485S	 Cool Gray + PAPM6 [*1 ]	 Black

WV-QWL500-W	 White
WV-QWL500-G	 Gray +

WV-QJB500-W [*1 ]	 White
WV-QJB500-G [*1 ]	 Gray

WV-QSR500-W	 White 
WV-Q7118	 Beige + WV-QJB501-W [*2]	 White

POLE PAPM4W	 White
PAPM4GR	 Cool Gray

+

PWM485W	 White
PWM485S	 Cool Gray 

CORNER PACA4W	 White 
PACA4GR	 Cool Gray

WV-QWL500-W	 White
WV-QWL500-G	 Gray

HANGING

WV-QCL501-W	 White
WV-Q121B	 Silver +

WV-QSR501-W	 White 
WV-Q124	 Silver

PPMF12D [*3]	 Black +
PS485W	 White
PS485S	 Cool Gray

WV-QCL101-W [*3 ]	 White + WV-QCL101-W	 White

CEILING
WV-QEM500-W	 White
WV-Q169A	 Silver

WV-QJB501-W [*2]	 White WV-Q105A	 Silver

PARAPETT PPRM30GB	 Long | Beige
PWM30GB	 Short | Beige +

PS485W	 White
PS485S	 Cool Gray

WALL WV-QWL500-W	 White
WV-QWL500-G	 Gray +

WV-QJB500-W [*1 ]	 White
WV-QJB500-G [*1 ]	 Gray

POLE PAPM4W	 White
PAPM4GR	 Cool Gray

+
WV-QWL500-W	 White
WV-QWL500-G	 Gray

CORNER PACA4W	 White 
PACA4GR	 Cool Gray

HANGING WV-QCL101-W [*3]	 White + WV-QCL101-W	 White

CEILING WV-Q105A [*4]	 Silver WV-QEM100W [*4]	 White 

WALL / 
CEILING PUM8	 White

WALL WV-QJB500-W [*5]	 White
WV-QJB500-G [*5]	 Gray

POLE PAPM4W	 White
PAPM4GR	 Cool Gray +

WV-QJB500-W [*5]	 White
WV-QJB500-G [*5]	 Gray

CORNER PACA4W	 White 
PACA4GR	 Cool Gray +

WV-QJB500-W [*5]	 White
WV-QJB500-G [*5]	 Gray

OUTDOOR
WV-X1571LN 4K - Motorized Lens w/ClearSight White

WV-X1551LN 5MP - Motorized Lens w/ClearSight White

WV-U1542L 4MP - Motorized Lens White

WV-U1532L 2MP - Motorized Lens White

INDOOR
WV-U1142  4MP - Motorized Lens  White 

WV-U1132  2MP - Motorized Lens  White 

WV-U1130  2MP - Fixed Lens  White 

BOX CAMERAS

[*1] If needed. [*2] For WV-U2542L/U2532L. [*3] This bracket requires 1 1/2" NPT pipe.   [*4] Incompatible with WV-U2540L, WV-U2530L, WV-U2140L, WV-U2130L. 
[*5] Only for U15x2L. WV-X15xLN include a white adapter box.   

COMPATIBILITY CHART



FOR TECHNICAL SUPPORT
support.h@us.panasonic.com 
1.800.513.5417 
M–F 7:00 a.m. – 7:00 p.m. CT

FOR MORE INFORMATION,  
CONTACT US
security.us.panasonic.com 
B2BSales@us.panasonic.com 
1.877.803.8492

Panasonic i-PRO Sensing Solutions Corporation of America


